UFI FILTERS

Filtri Oleodinamici

Indicatori di intasamento
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OFF-LINE FILTERS

CLOGGING INDICATORS

INDICATOR SERIE DESCRIPTION FOR OFF-LINE FILTERS SERIES
NBR FKM Differential VISUAL indicators
@30
|
D !
3 i
Setting 130 kPa i 530 %
5B AB (1.3 bar) FOF - UOW | ‘ ‘ @E
|
M20x1,5 {
NBR FKM Differential ELECTRICAL indicators
48
| 35
— 4‘ ] . ‘
|
; ~ o
6B CB Setting 130 kPa FOF - UOW 5
(1,3 bar) .
030 *
'
M20x1,5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM Differential ELECTRICAL indicators with LED (24 V) for visual indication
48
35
\
— 7‘7 - .
|
Setting 130 kPa 5
7B EB (1.3 bar) FOF - UOW
30
)
M20x1,5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650




INDICATOR SERIE

DESCRIPTION

FOR OFF-LINE FILTERS SERIES

NBR FKM Differential ELECTRICAL indicators with THERMOSTAT 30° C
| 59
|
— !
Setting 130 kP RS9l
T0 DB g a FOF - UOW L H P %
(1,3 bar) —4 .
032 & ,
$
i
| M20x1.5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM Differential VISUAL ELECTRICAL indicators
¥
70 EO Setting 130 kPa FOF - UOW we.,
(1,3 bar) Non
< ,
L d
}
M20x1.5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM Differential ELECTRICAL indicators ATEX
P % ATEX 3 GD EEx e T6
= {
_ Setting 130 kPa _ 27,5 e
008.0239.2 (1.3 bar) FOF - UOW 2 i s
| < 1
T 027 e
O
N = \
—
M20x1,5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
278




INDICATOR SERIE

DESCRIPTION FOR OFF-LINE FILTERS SERIES

NBR FKM ELECTRONICAL differential pressure clogging indicator
‘ 35
po ‘ ATEX 3 GD EEx e T6
; }
Setting 150 kPa (75%) - 27,5 .
008.0265.2 - Setting 200kPa (100%) FOF 8 : e
PNP-NO | < ‘
027 *
—
N - ¢
ST
M20x1,5

PIN1:24V +/-10%. - PIN2: Analogue output 4-20mA - For input < 25%FS analogue signal output is costant at
4mA - Accuracy at 25°C, for input >25%FS =+/-5%FS max; - PIN3: Digital output 1 calibrated at 1,5bar - PNP —
Max Load 0,2A — NO - PIN4: Digital output 2 calibrated at 2,0bar - PNP — Max Load 0,2A - NO - PIN5: 0V - GND

Protection IP67 - Connector: M12x5PIN




OFF-LINE FILTERS

CLOGGING INDICATORS

INDICATOR SERIE DESCRIPTION FOR OFF-LINE FILTERS SERIES
NBR FKM Differential VISUAL indicators
@30
|
D !
3 i
Setting 130 kPa i 530 %
5B AB (1.3 bar) FOF - UOW | ‘ ‘ @E
|
M20x1,5 {
NBR FKM Differential ELECTRICAL indicators
48
| 35
— 4‘ ] . ‘
|
; ~ o
6B CB Setting 130 kPa FOF - UOW 5
(1,3 bar) .
030 *
'
M20x1,5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM Differential ELECTRICAL indicators with LED (24 V) for visual indication
48
35
\
— 7‘7 - .
|
Setting 130 kPa 5
7B EB (1.3 bar) FOF - UOW
30
)
M20x1,5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650




INDICATOR SERIE

DESCRIPTION

FOR OFF-LINE FILTERS SERIES

NBR FKM Differential ELECTRICAL indicators with THERMOSTAT 30° C
| 59
|
— !
Setting 130 kP RS9l
T0 DB g a FOF - UOW L H P %
(1,3 bar) —4 .
032 & ,
$
i
| M20x1.5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM Differential VISUAL ELECTRICAL indicators
¥
70 EO Setting 130 kPa FOF - UOW we.,
(1,3 bar) Non
< ,
L d
}
M20x1.5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM Differential ELECTRICAL indicators ATEX
P % ATEX 3 GD EEx e T6
= {
_ Setting 130 kPa _ 27,5 e
008.0239.2 (1.3 bar) FOF - UOW 2 i s
| < 1
T 027 e
O
N = \
—
M20x1,5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
278




INDICATOR SERIE

DESCRIPTION FOR OFF-LINE FILTERS SERIES

NBR FKM ELECTRONICAL differential pressure clogging indicator
‘ 35
po ‘ ATEX 3 GD EEx e T6
; }
Setting 150 kPa (75%) - 27,5 .
008.0265.2 - Setting 200kPa (100%) FOF 8 : e
PNP-NO | < ‘
027 *
—
N - ¢
ST
M20x1,5

PIN1:24V +/-10%. - PIN2: Analogue output 4-20mA - For input < 25%FS analogue signal output is costant at
4mA - Accuracy at 25°C, for input >25%FS =+/-5%FS max; - PIN3: Digital output 1 calibrated at 1,5bar - PNP —
Max Load 0,2A — NO - PIN4: Digital output 2 calibrated at 2,0bar - PNP — Max Load 0,2A - NO - PIN5: 0V - GND

Protection IP67 - Connector: M12x5PIN




PRESSURE FILTERS =

CLOGGING INDICATORS ey

INDICATOR SERIE DESCRIPTION FOR PRESSURE FILTERS SERIES
NBR FKM Pressure gauge
Scale 0+1,2 MPa B
8 (012 bar) FPE - FPH % "4
NBR FKM Pressure gauge
Scale 0+1,2 MPa _ _
S8 (012 bar) FMA % &
NBR FKM Pressure gauge stainless steel, glycerine filled
040 ¥
012 | :
Scale 0+1,2 MP ¢ %R\
36 - cale 0+1,2 MPa FPE - FPH . I* )’/ N &
(012 bar) _ N\
\ é ‘ / |
31 i

267



PRESSURE FILTERS

CLOGGING INDICATORS

INDICATOR SERIE

DESCRIPTION

FOR PRESSURE FILTERS SERIES

NBR FKM Pressure switch
‘ ATEX 3 GD EEx e T6
i
. 1 ] 1
B Setting 150 kPa B B ~ \
P1 (1,5 bar) - SPDT FMA-FPE-FPH K~ | e
3 2
[[THo2
o ‘ 1/8" {L
SPDT, Max voltage 250V - 50 Hz - Max current 6 A resistive, 1 A inductive - Protection IP65 connector DIN 43650
NBR FKM Differential VISUAL ELECTRICAL indicator
35
e 4
0 \
™
0
NO so  Setting 130 kPa for FPE A+, B+ 027
(1,3 bar)
M14
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM Differential VISUAL indicator
N
«” ‘ 020
Setting 130 kPa
uo W0 (1,3 bar) for FPE A+, B+ ‘ @
M14 4}




INDICATOR SERIE

DESCRIPTION

FOR PRESSURE FILTERS SERIES

NBR FKM Differential VISUAL indicators
Setting 130 kPa
5B AB (1,3 bar) FPH - FPO
230
|
: FPA - FPB - FPD - [y A -
5D AD (Sée;t'ggrff’o KPa FPG - FPL - FPM ° i
’ -FPO © n
\ © 30
5E AE Setting 500 kPa FPA - FPB - FPC - L]
(5 bar) FPD - FPL - FPM %
[ M20x1,5
5F AF Setting 800 kPa FPA - FPB - FPC -
(8 bar) FPD - FPL - FPM
NBR FKM Differential ELECTRICAL indicators
Setting 130 kPa
6B CB (1,3 bar) FPH - FPO 48
35
\
. FPA - FPB - "
6D cb (Sze;t'ggr)%o kPa FPD - FPG - FPL - 1 "
' FPM - FPO B
~ T
0
6E CE Setting 500 kPa FPA - FPB - FPC -
(5 bar) FPD - FPL - FPM ©30
J
6F CF Setting 800 kPa FPA - FPB - FPC -
(8 bar) FPD - FPL - FPM M20x1,5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM Differential ELECTRICAL indicators with LED (24 V) for visual indication
7B EB Setting 130 kPa FPH - FPO 48
(1,3 bar)
35
\
: FPA - FPB - -
7D ED Ze;nggr)zso kPa FPD - FPG - FPL - B 1=
' FPM - FPO |
~ T
)
7E EE Setting 500 kPa FPA - FPB - FPC -
(5 bar) FPD - FPL - FPM 030
|
7F EF Setting 800 kPa FPA - FPB - FPC -
(8 bar) FPD - FPL - FPM M20x1,5

SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650




PRESSURE FILTERS

CLOGGING INDICATORS

INDICATOR SERIE

DESCRIPTION

FOR PRESSURE FILTERS SERIES

NBR FKM Differential ELECTRICAL indicators with THERMOSTAT 30° C
Setting 130 kPa
TO DB (1.3 bar) FPH - FPO i 59
Setting 500 kPa FPA - FPB - FPD -
Uz Dl (5 bar) FPL - FPM
T3 DF Setting 800 kPa FPA - FPB - FPC -
(8 bar) FPD - FPL - FPM
. FPA - FPB - FPC - }
T6 DD 2ﬁ?gg§5°kpa FPD - FPG - FPL - M20x1.5
’ FPM - FPO
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM Differential VISUAL ELECTRICAL indicators
Setting 130 kPa
70 EO (1.3 bar) FPH 48
76 E6 Setting 250 kPa FPA - FPB - FPD - FPL
(2,5 bar) - FPM 4}
70 E2 Setting 500 kPa FPA - FPB - FPC -
(5 bar) FPD - FPL - FPM ©30
73 E3 Setting 800 kPa FPA - FPB - FPC - %
(8 bar) FPD - FPL - FPM M20x1.5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM Differential ELECTRICAL indicators VANDAL PROOF
) 106
M2 B Setting 500 kPa FPA - FPB - FPC -
(5 bar) FPD - FPL - FPM ! . T
‘ f;\
B Setting 800 kPa FPA-FPB-FPC- o T e |+
i (8 bar) FPD-FPL-FPM  ° = o L
" c
M6 B Setting 250 kPa FPA - FPB - FPD -
(2’5 bar) M20x1.5

FPL - FPM

SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650




INDICATOR SERIE

DESCRIPTION

FOR PRESSURE FILTERS SERIES

NBR FKM Differential ELECTRICAL indicators ATEX
! 35
Setting 130 kPa FPA - FPB - FPD - ]
008.0239.2 - (1,3 bar) FPL - FPM |
" : ATEX 3 GD EEx e T6
r & 3
|
Setting 250 kPa FPA - FPB - FPD - .
Lo o - 2,5 ban) FPL - FPM | !
" Q%7,5
0 L
0 [
Setting 500 kPa FPA - FPB - FPC - ‘
008.0235.2 - (5 bar) FPD - FPL - FPM i O 27
< 1
S | }
, FPA - FPB - FPC - 7 m20x1,5
008.0212.2 - Setting 800 kPa (8 bar) FPD - FPL - FPM X1,
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM Differential ELECTRICAL indicators
. FPA - FPB - FPC -
XE - g'gég’e“'”g 500 kPa FPD - FPG - FPL -
FPM
H 5 Type connection:
AMP Junior Timer
. FPA - FPB - FPC - : ‘
XD B (l\é.i).bsa%ttlng 240kPa FPD - FPG - FPL - 5
’ FPM 3
CONNECTION
T T NORMALLY OPENED
N.C. Setting 240 kPa FPA-FPB - FPC -
XL - 2.4 ban) FPD - FPG - FPL -
’ FPM % 2
™
Q
M20x1,5
. FPA - FPB - FPC - '
XG - g'f'bz‘f)“'”g 340 kPA FPD - FPG - FPL -
’ FPM
Electrical rating: 5(3)A/12 VDC - Type connection: AMP Junior timer




PRESSURE FILTERS

CLOGGING INDICATORS =

INDICATOR SERIE DESCRIPTION FOR PRESSURE FILTERS SERIES
NBR FKM ELECTRONICAL Differential PRESSURE CLOGGING INDICATOR
a34
[ee)

FPA +24v 1
FPB P ,

Setting 150 kPa (75%) - FPC ~

008.0265.2 - Setting 200kPa (100%) FPD © s

PNP-NO FPH
FPL 4
FPM I

M20x1,5

PIN1:24V +/-10%. - PIN2: Analogue output 4-20mA - For input < 25%FS analogue signal output is costant at
4mA - Accuracy at 25°C, for input >25%FS =+/-56%FS max; - PIN3: Digital output 1 calibrated at 1,5 bar — PNP
— Max Load 0,2A — NO - PIN4: Digital output 2 calibrated at 2,0bar — PNP — Max Load 0,2A — NO - PIN5: OV —
GND Protection IP67 - Connector: M12x5PIN

NBR FKM ELECTRONICAL differential pressure clogging indicator
o34
©
FPA +24V 1
FPB n .
Setting 375 (75%) - FPC 5
008.0266.2 - Setting 500kPa (100%) FPD 3
PNP-NO FPH
FPL :
FPM PIN2 2 5

M20x1,5

PIN1:24V +/-10%. - PIN2: Analogue output 4-20mA - For input < 25%FS analogue signal output is costant at
4mA - Accuracy at 25°C, for input >25%FS =+/-5%FS max; - PIN3: Digital output 1 calibrated at 3,75 bar — PNP
— Max Load 0,2A — NO - PIN4: Digital output? calibrated at 5,0bar - PNP — Max Load 0,2A - NO - PIN5: OV -
GND Protection IP67 - Connector: M12x5PIN




RETURN FILTERS

CLOGGING INDICATORS

INDICATOR SERIE

DESCRIPTION

FOR RETURN FILTERS SERIES

NBR FKM Pressure gauge
30 B Scale 0+600 kPa FRA - FRB - FRC
(0+6 bar) FRF - FRH - GRF
NBR FKM Pressure gauge
39 B Scale 0+600 kPa FRA - FRB - FRC
(0+6 bar) FRF - FRH - GRF
NBR FKM Pressure switch
P1 B Setting 150 kPa FRA - FRB
(1,5 bar) - SPDT FRC - FRH ATEX 3 GD EEx e T6
: FRF
Setting 300 kPa . .
P2 - (3 bar) - SPDT .( special version,
without bypass valve) ~ ‘
) |
Setting 130 kPa
Pa - (1,3 bar) - SPDT FRF - GRF |
P6 B Setting 200 kPa FRB

(2 bar) - SPDT




RETURN FILTERS

CLOGGING INDICATORS

7
INDICATOR SERIE DESCRIPTION FOR RETURN FILTERS SERIES
NBR FKM Differential VISUAL indicators
230
Setting 130 kPa [
5B AB (1,3 bar) FRF - GRF O
3 1
“ 1
T © 30
[ ]
Setting 200 kPa
g He (2 bar) F M20x1,5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM Differential ELECTRICAL indicators
48
35
Setting 130 kPa \
6B CB (1.3 bar) FRF - GRF :
— 4‘ e .
|
~ T
Lol
© 30
g | \
6C cc Setting 200 kPa FRD
(2 bar)
M20x1,5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM Differential ELECTRICAL indicators with LED (24 V) for visual indication
48
35
Setting 130 kPa \
7B EB (1.3 ban) FRF - GRF -
B
|
~ |
el
© 30
Setting 2 bar \ |
7C EC (200 kPa) FRD - MRH
M20x1,5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
274



INDICATOR SERIE

DESCRIPTION

FOR RETURN FILTERS SERIES

NBR FKM Differential ELECTRICAL indicators with THERMOSTAT 30° C
| 59
Setting 130 kPa ]
TO DB .3 ba) FRF - GRF *PEEW
1 {
RI L -
]
|
©32
S -
etting 200 kPa
T1 DC 2 bar) FRD {}
M20x1.5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM Differential VISUAL ELECTRICAL indicators
48
Setting 130 kPa
70 EO (1,3 bar) FRF - GRF
\
© 30
Setting 200 kPa
71 E1 b FRD g i
[
M20x1.5
SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
NBR FKM DIFFERENTIAL ELECTRICAL INDICATORS ATEX
‘ 35
Setting 130 kPa ]
008.0239.2 - 45 bgr) FRF - GRF - : ATEX 3 GD EEx e T6
|
I
| {
227.5
3
\
Setting 200 kP. -
B etting a
008.0234.2 2 bar) FRD 3 ; i
—
M20x1,5

SPDT differential switch. C.C. 14 - 30 V: > max resistive or inductive load 4 - 3 A respectively
C.A. 125-250 V: > max resistive or inductive load 1 A - Protection IP65 - Connector DIN 43650
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RETURN FILTERS

CLOGGING INDICATORS (%

INDICATOR SERIE DESCRIPTION FOR RETURN FILTERS SERIES
NBR FKM ELECTRONICAL differential pressure clogging indicator
o34
M12

P1

Setting 150 kPa (75%) -
008.0265.2 - Setting 200kPa (100%) FRD
PNP-NO

IS

W

67

©30

PIN2

i)
P2
ov s

M20x1,5

PIN1:24V +/-10%. - PIN2: Analogue output 4-20mA - For input < 25%FS analogue signal output is costant at
4mA - Accuracy at 25°C, for input >25%FS =+/-5%FS max; - PIN3: Digital output 1 calibrated at 1,5bar — PNP -
Max Load 0,2A - NO - PIN4: Digital output 2 calibrated at 2,0bar - PNP — Max Load 0,2A - NO - PIN5: OV - GND
Protection IP67 - Connector: M12x5PIN
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